
M3-LV Mobile barcode label printer + carrying bag, USB+Bluetooth
M3 is a light mobile label printer with compact-sized design, which richly features powerful functions to support your printing on-the-go with easy-to-
use operations. The special bag with the shoulder strip is included.

Main features of the Birch M3-LV label barcode printer

Compatible with Windows/Android/iOS
32Bit CPU, 8MB Flash, 8MB SDRAM
Print speed max 70mm(2.7”)/s. Print width max 72mm( 2.8”)
Paper diameter support 50mm
Easy readable OLED display ( 0.96”) with 128 x 64 pixels for more comfortable work
Support USB charging directly

 

       

https://www.e-birch.com/


Technical Description

Functionality & Operation

CPU Type 32-bit RISC

Print speed 70mm/sec (2,7 ips)

Print resolution 203dpi

Fonts 8 alpha-numeric bitmap fonts, Windows fonts are downloadable

Maximal print length 1778mm

Memory 8MB Flash

Memory 8MB DRAM

Operation interface 3x button, OLED display

Commands set ESC/POS, CPCL, Zebra Programming Language ZPL®, TSPL-EZ, EPL™ Programming Language, DPL

Communication interface Bluetooth, USB

1D Barcode Symbologies
Code 39, Code 93, Code128UCC, Code 128, Code 128 subset A.B.C., EAN 128, Codabar, EAN 13/UPCA +
ADDON 2, EAN 13/UPCA + ADDON 5, EAN 8 + ADDON 2, EAN 8 + ADDON 5, Interleaved 2 of 5, MSI,
Plessey, Postnet, China Postal Code

2D Code Symbologies MaxiCode, PDF417, Aztec, QR code

Print mode direct thermal

Maximal print width 72mm

Optical

Sensors black mark detector, open print-head detector, transmissive

Electrical

Main battery pack Li-Ion 1600 mAh, 7,4V

Power Source Input: 100 ~ 240 / 1.5 A, output: DC 5V / 2A

Mechanical

Dimensions Width: 106mm, Height: 58mm Length: 110.5mm

Weight 286g

Color black

Body housing ABS plastic

Consumables

Minimal paper width 20mm

Maximal paper width 76mm

Maximal roll diameter 50mm

Media thickness 0.06 to 0.254mm

Environment

Ingress protection IP40

Operating temperature 5 to 40°C

Operating humidity (non-condensing) 25 to 85%

Storage temperature -40 to 60°C

Storage humidity (non-condensing) 10 to 90%
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