
ColorWorks C3500 - color label printer
Epson C3500 brings high-quality colour and on-demand versatility to your labels, tags and tickets. Delivering high-quality prints at speeds of up to
103mm/sec and featuring individual pigment ink cartridges, your business will save time and money on outsourcing label production, by printing
your own labels in-house and on-demand.

Printer Epson C3500 is the high-speed, high-quality colour
label printer, designed to print a wide variety of labels in-house
with a low cost-per-label. Print your own colourful labels on
demand at 103mm/sec and with individual pigment ink
cartridges.With the TM-C3500, you can easily customise and
print your own colour labels. Whether it's printing packaging
labels with colourful logos and pictures or tickets and ID cards
with important barcodes and product information, this printer
ensures you can print it all from one machine. It also helps you
conform with GHS international chemical labelling guidelines,
as labels can be printed on-demand without using pre-printed
templates.

 
 
Key features:
 

High print speed up to 103mm/sec1 High quality
Four-colour inkjet printing (CMYK)
Individual ink cartridges for efficient use of ink
Epson renowned MicroPiezo® Inkjet Technology with Auto Nozzle Checking
Epson’s outstanding DURABrite® Ultra Pigment in

      

https://www.epson.cz/cs_CZ/


Technical Description

Functionality & Operation

Communication interface USB, Ethernet

Print resolution 360dpi

Print speed 103mm/sec (4 ips)

Maximal print width 104mm

Electrical

Power Source 100-240V, 50-60Hz

Power Consumption - Operation 30W

Power Consumption - Standby 3W

Mechanical

Color black

Weight 12kg

Dimensions Width: 310mm, Height: 261mm Length: 283mm

Consumables

Minimal paper width 30mm

Media type continuous, black-marked media, fan-fold, tickets, perforated

Media thickness 0.12 to 0.19mm

Maximal paper width 112mm

Environment

Storage humidity (non-condensing) 5 to 85%

Operating temperature 10 to 35°C

Operating humidity (non-condensing) 20 to 80%

Storage temperature -20 to 60°C

Others

Certifications UL, C-Tick Class B, TÜV/Safety
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